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GENERAL NOTES:

CONSTRUCTION DETAILS 1.The loop detectors and conduit are to be installed prior to the

. . .o . instal lation of the pavement markings.
A. Use existing signal structure, relocate the existing signs., as shown.

2.A1l underground utiiities shown on these plans are schematic

B. Use existing signal structure, rewire—-and relocate the existing three only and may not be complete. The contractor shail be responsible
section traffic signal heads, as shown. for notifying "MISS UTILITY” prior to construction so that all
' i ; ” . : utilities may be located in the field. IT the comtractor perceives
C. Install 6’ x &' loop detector encased in !4 flexible tubing (4-furns). that a conflict between the utilities and the traffic signal will
occurs the contractor shalt notify the project engineer immediately
D. Install handhole. - so that the conflict may be resolved. :
E. Instali 17 tiquid tight fiexibie non-metallic electrical conduit (detector 3.A11 pqvemnf mrkings a]mg MD 117 are proposed aond are 1o be
wire steeve). installed in accordance to the approved pavement marking plan

which was prepared by Dewberry and Davis.
F. Install 3” (Schedule 80) PVC rigid electrical conduit (trenched). prep y Y '

4.Signal equipment shall be installed before the installation of the
G. Use existing handhole. hagdicapgedpromps. ' !

H. Use existing conduit.

J. Use existing controller.

K. Remove existing handhole. Cap and abandon existing conduit.

L. Existing underground electrical service to be maintained by PEPCO.
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